
luminaire :  SLUPPO                                                                                                                                                                                            measurement protocol

meas. no. 3705
meas. date 29.04.2008
operator                           ILEXA

meas. conditions
ambient temperature
voltage
current
power consumption

26,0
229,90
0,669
152,0

°C
V
A
W

meas. lamp                  lum. flux [lm]
001 16500,0 lm

dimensions of luminaire
length
width
height

700
300
200

mm
mm
mm

dimensions of luminous area
length
width
height C0
height C90
height C180
height C270

195
160
25
25
25
25

mm
mm
mm
mm
mm
mm

measurement results
flux of luminaire 13384,5 lm
classification / DIN A30
lower flux fraction 99,96 %
upper flux fraction 0,04 %
intensity maximum 645,6 cd/klm
in C-plane 85,0 °
at gamma 62,5 °
half value angle C0 : 41,1 °

C90 : 71,9 °

tenth value angle C0 : 72,3 °
C90 : 79,9 °

article code

lamp(s)
1 x CPO-T White
total flux
16500 lm
LOR
81 %
tilt angle
0,0 °
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luminaire :  SLUPPO intensity distribution / polar
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article code

lamp(s)
1 x CPO-T White
total flux
16500 lm
LOR
81 %
tilt angle
0,0 °

C 270

C 
90

C 180 C 0

Anstellwinkel δ
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luminaire :  SLUPPO cone diagram

distance [m] E [lx]cone diameter [m]
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5,0

1,74 / 6,12

3,49 / 12,24

5,23 / 18,36

6,98 / 24,48

8,72 / 30,60

E(0°)

E(C0) 41,1°

E(C180) 71,9°

3439
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215

82

34

E(0°)

E(C0) 41,1°

E(C180) 71,9°

138

52

22

half value angle C0-180 : 82,2°   C90-270 : 143,8°

article code

lamp(s)
1 x CPO-T White
total flux
16500 lm
LOR
81 %
tilt angle
0,0 °

C 270

C 
90

C 180 C 0

Anstellwinkel δ
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luminaire :  SLUPPO intensity distribution / cartesian
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article code

lamp(s)
1 x CPO-T White
total flux
16500 lm
LOR
81 %
tilt angle
0,0 °

C 270

C 
90

C 180 C 0

Anstellwinkel δ
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luminaire :  SLUPPO isolux-diagram
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tilt angle :
swivel angle :

0,0
0,0

°
°

mounting height :
orientation :

6,0
0,0

m
°

light loss factor  :  0,8 article code

lamp(s)
1 x CPO-T White
total flux
16500 lm
LOR
81 %
tilt angle
0,0 °

C 270

C 
90

C 180 C 0

Anstellwinkel δ
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luminaire :  SLUPPO floor illuminance
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tilt angle :
swivel angle :

0,0
0,0

°
° orientation : 0,0 ° light loss factor  :  0,8

mounting height
3,00 m
4,00 m
5,00 m

article code

lamp(s)
1 x CPO-T White
total flux
16500 lm
LOR
81 %
tilt angle
0,0 °

C 270

C 
90

C 180 C 0

Anstellwinkel δ
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